
PRODUCT CATALOGUE. CERAMIC ROOF TILES AND ACCESSORIES20 21

Flat 
time

Available colours of roof tiles

MONZAplus LAF/FLA (mm) 
Roof inclination 
angle 22° 25° 30° 35° 40° 45° 50° 55° 60°

RIDGE TILE

LAF 65 65 65 50 50 50 40 35 35

FLA 110 105 100 90 85 80 80 70 65

Cross-section of the roof cover. 
Proper assembly depends, inter alia, on the shape of the roof and location of the house, which is why it may be different 
from the solutions presented here. The best option is to consult a qualified roofer.
Please read the guidelines for proper roof ventilation. Details can be found in the information sheets at www.roben.pl.

Fast and economical 
roof covering

MONZAplus
C E R A M I C  R O O F  T I L E S 

• large size

• smaller consumption per m2

– only 9.4–9.9 items are enough!

• fast assembly

• lighter roof

• attractive price

Weight (1 item) .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  ca. 4.07 kg
Total length  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  ca. 46.4 cm
Total width  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  ca. 30.4 cm
Length of cover .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  ca. 38.3–40.3 cm
Average width of cover .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  ca. 26.3 cm
Minimum design value/m2

  .  .  .  .  .  .  .  .  .  .  .  .  .  .  ca. 9,5 items
Quantity/m2

   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  ca. 9.4–9.9 items
Minimum roof inclination angle   .  .  .  .  .  .  .  .  up to 22°
Quantity/EURO pallet   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  240 items
Weight per sqm  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  ca. 38.3–40.3 kg
Weight of full pallet   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  ca. 1007 kg
Frost resistance  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  yes

* technical parameters may be slightly changed

Technical data*

Additional teeth, located 

at the side edge of the 

roof tile, guarantee more 

durable and stable 

connection of the 

roof tile to the 

patch section.

ca. 46,4 cm ca. 30,4 cm
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Double Roman roof tile

Properties

Extreme roof tile

Anthracite slipped

Chestnut slippedCopper slipped

Maduro glazedGraphite slipped

Trentino slippedTobago glazed
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